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F275RA e-dynamic
Load diagrams - kg/m

GB Dynamic load diagrams calculated, tested and certified to lift the 
loads at the declared reaches
IT Diagrammi di portata dinamici calcolati, collaudati e certificati per 
sollevare i carichi agli sbracci dichiarati 
FR Diagrammes de charge dynamiques calculés, testés et certifiés 
pour soulever les charges aux extensions déclarées

DE Dynamische Lastdiagramme sind berechnet, getestet und 
garantieren das heben der Last bei angegebener Entfernung
ES Diagramas de carga dinámicos, calculados, probados y 
certificados para a elevación de la cargas a los alcances declarados
NL Dynamische last-vluchttabellen berekend, getest en 
gecertificeerd om de lasten te hijsen op de verklaarde bereiken
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GB Dynamic load diagrams calculated, tested and certified to lift the 
loads at the declared reaches
IT Diagrammi di portata dinamici calcolati, collaudati e certificati per 
sollevare i carichi agli sbracci dichiarati 
FR Diagrammes de charge dynamiques calculés, testés et certifiés 
pour soulever les charges aux extensions déclarées

DE Dynamische Lastdiagramme sind berechnet, getestet und 
garantieren das heben der Last bei angegebener Entfernung
ES Diagramas de carga dinámicos, calculados, probados y 
certificados para a elevación de la cargas a los alcances declarados
NL Dynamische last-vluchttabellen berekend, getest en 
gecertificeerd om de lasten te hijsen op de verklaarde bereiken
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Technical data
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GB Dynamic load diagrams calculated, tested and certified to lift the 
loads at the declared reaches
IT Diagrammi di portata dinamici calcolati, collaudati e certificati per 
sollevare i carichi agli sbracci dichiarati 
FR Diagrammes de charge dynamiques calculés, testés et certifiés 
pour soulever les charges aux extensions déclarées

DE Dynamische Lastdiagramme sind berechnet, getestet und 
garantieren das heben der Last bei angegebener Entfernung
ES Diagramas de carga dinámicos, calculados, probados y 
certificados para a elevación de la cargas a los alcances declarados
NL Dynamische last-vluchttabellen berekend, getest en 
gecertificeerd om de lasten te hijsen op de verklaarde bereiken
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GB Dynamic load diagrams calculated, tested and certified to lift the 
loads at the declared reaches
IT Diagrammi di portata dinamici calcolati, collaudati e certificati per 
sollevare i carichi agli sbracci dichiarati 
FR Diagrammes de charge dynamiques calculés, testés et certifiés 
pour soulever les charges aux extensions déclarées

DE Dynamische Lastdiagramme sind berechnet, getestet und 
garantieren das heben der Last bei angegebener Entfernung
ES Diagramas de carga dinámicos, calculados, probados y 
certificados para a elevación de la cargas a los alcances declarados
NL Dynamische last-vluchttabellen berekend, getest en 
gecertificeerd om de lasten te hijsen op de verklaarde bereiken



* GB / Load diagram into the brochure - IT / Diagramma di carico nel depliant - FR / Abaque de charge dans le dépliant  - DE /  Lastdiagramm im Prospekt - 
ES / Diagrama de carga en el catálogo - NL / Draagvermogen grafiek in het prospectus

F275RA e-dynamic
Technical data

kg/m
kNm tm m m ° kNm MPa l/min l kg  mm mm mm

F275RA.2.22* 247 25,18 8,15 3,80
360

continuous
25,0 32,5 45-65 120 2925 2475 1085 2400

F275RA.2.23* 242 24,67 10,20 5,80
360

continuous
25,0 32,5 45-65 120 3140 2475 1130 2400

F275RA.2.24* 237 24,16 12,30 7,75
360

continuous
25,0 32,5 45-65 120 3350 2475 1135 2400

F275RA.2.25* 230 23,45 14,55 10,00
360

continuous
25,0 32,5 45-65 120 3525 2475 1135 2400

F275RA.2.26* 225 22,94 16,85 12,20
360

continuous
25,0 32,5 45-65 120 3690 2495 1135 2400

F275RA.2.28* 216 22,02 20,90 16,15
360

continuous
25,0 32,5 45-65 120 3950 2525 1195 2400

F275RAC.2.23* 245 24,98 8,60 5,00
360

continuous
25,0 32,5 45-65 120 3055 2475 1100 2400

F275RAC.2.24* 242 24,67 10,65 6,95
360

continuous
25,0 32,5 45-65 120 3265 2475 1130 2400

F275RAC.2.25* 236 24,06 12,95 9,20
360

continuous
25,0 32,5 45-65 120 3440 2475 1130 2400

F275RAC.2.26* 233 23,75 15,25 11,40
360

continuous
25,0 32,5 45-65 120 3605 2515 1130 2400

F275RA.2.24 L212* 237 24,16 18,40 11,30
360

continuous
25,0 32,5 45-65 120 3850 2475 1320 2615

F275RA.2.24 L213* 237 24,16 20,40 13,25
360

continuous
25,0 32,5 45-65 120 3930 2475 1320 2615

F275RA.2.24 L214* 237 24,16 22,30 15,05
360

continuous
25,0 32,5 45-65 120 4000 2475 1320 2615

F275RA.2.25 L212* 230 23,45 20,70 13,50
360

continuous
25,0 32,5 45-65 120 4025 2485 1315 2650

F275RA.2.25 L213* 230 23,45 22,70 15,45
360

continuous
25,0 32,5 45-65 120 4105 2485 1315 2650

F275RA.2.26 L102* 225 24,87 23,22 15,70
360

continuous
25,0 32,5 45-65 120 4010 2515 1320 2585

F275RAC.2.24 L212 242 24,67 16,80 10,50
360

continuous
25,0 32,5 45-65 120 3765 2475 1320 2615

F275RAC.2.24 L213 242 24,67 18,80 12,45
360

continuous
25,0 32,5 45-65 120 3845 2475 1320 2615

F275RAC.2.24 L214 242 24,67 20,70 14,25
360

continuous
25,0 32,5 45-65 120 3915 2475 1320 2615



F275RA e-dynamic
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X Y K J

F275RA.2.22 1000 3525 4080 2135

F275RA.2.23 1000 3335 4145 2215

F275RA.2.24 1000 3165 4165 2295

F275RA.2.25 1000 3006 4185 2375

F275RA.2.26 1000 2860 4205 2455

F275RA.2.28 1000 2661 4240 2575

X Y K J Z 

F275RAC.2.23 1500 1460 - 4105 5000

F275RAC.2.24 1500 1540 3890 4125 5060

F275RAC.2.25 1500 1620 3645 4145 5060

F275RAC.2.26 1500 1700 3455 4165 5120
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Data and descriptions are approximate and not binding 
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