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F305RA xe-dynamic
Load diagrams - kg/m

Crane belonging to the HC1 HD5 S2 class (if installed on truck) according to EN 12999:2011 - Gru appartenente alla classe HC1 HD5 S2 (se allestita su camion) 
secondo la norma EN12999:2011 - Grue appartenant à la classe HC1 HD5 S2 (s’il est installé sur le camion) selon la norme EN 12999: 2011 - Crane aus 
der HC1 HD5 S2 Klasse (wenn sie auf Lastwagen montiert) nach EN 12999:2011 - Grúa que pertenezca a la clase HC1 HD5 S2 (si está instalado en el camión), de 
acuerdo con la norma EN 12999:2011 - Kraan die behoren tot de HC1 HD5 S2 klasse (indien geïnstalleerd op de vrachtwagen) volgens EN 12999:2011
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Crane belonging to the HC1 HD5 S2 class (if installed on truck) according to EN 12999:2011 - Gru appartenente alla classe HC1 HD5 S2 (se allestita su camion) 
secondo la norma EN12999:2011 - Grue appartenant à la classe HC1 HD5 S2 (s’il est installé sur le camion) selon la norme EN 12999: 2011 - Crane aus 
der HC1 HD5 S2 Klasse (wenn sie auf Lastwagen montiert) nach EN 12999:2011 - Grúa que pertenezca a la clase HC1 HD5 S2 (si está instalado en el camión), de 
acuerdo con la norma EN 12999:2011 - Kraan die behoren tot de HC1 HD5 S2 klasse (indien geïnstalleerd op de vrachtwagen) volgens EN 12999:2011



F305RA xe-dynamic
Technical data

DE19039  NL (29)  PL (21)

kg
m24,55

360545
22,50

kg

1670
5,30 7,05

 3080

0

0
1

11

13

15

17

19

21

2 4 6 8 10 12 14

  9

  7

  5

  3

1105
8,85

�

11,00
9801650

14,9513,60
 1170

18,45
725

16,65
835

20,40
640

m
kg

���

��

� � �

����

23

16

820
10,75

NL PL

0°

9,90
2000

7,25
3080

25
18

����������������

�����

� �����

10°

���

���

DE19038  ML (44)  NL (29)  PL (21)

kg
m24,50

360580
22,45

kg

1770
5,25 6,95

 3235

0

0
1

11

13

15

17

19

21

2 4 6 8 10 12 14

  9

  7

  5

  3

1195
8,75

� 7,00
 17503235
11,009,80

 2100
16,60
920

14,85
1065

18,40
810

m
kg

���

��

� � �

����

23
16

NL PL

0°

ML

680
20,40

����������������

�����

� �����

10°

���

���

DE 19093  Q (86)  R (65)  S (35)
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Crane belonging to the HC1 HD5 S2 class (if installed on truck) according to EN 12999:2011 - Gru appartenente alla classe HC1 HD5 S2 (se allestita su camion) 
secondo la norma EN12999:2011 - Grue appartenant à la classe HC1 HD5 S2 (s’il est installé sur le camion) selon la norme EN 12999: 2011 - Crane aus 
der HC1 HD5 S2 Klasse (wenn sie auf Lastwagen montiert) nach EN 12999:2011 - Grúa que pertenezca a la clase HC1 HD5 S2 (si está instalado en el camión), de 
acuerdo con la norma EN 12999:2011 - Kraan die behoren tot de HC1 HD5 S2 klasse (indien geïnstalleerd op de vrachtwagen) volgens EN 12999:2011



DE19040PL (21)

kg
m

kg

1590
5,40 7,10

 2940

0

0
1

11

13

15

17

19

21

2 4 6 8 10 12 14

  9

  7

  5

  3

1035
8,90

�

13,20
  7651170
16,7515,05

  910
20,50
575

18,55
655

22,30
520

m
kg

���

��

� � �
����

23

16

PL

0°

360
24,35

25

18
27

750
10,85

10,90
1650

7,35
2940

600
12,65

9,80
2000

����������������

�����

� �����

10°

���

���

DE19042NL (29)  PL (21)

kg
m

290
26,80

kg

1265
5,90 7,60

 2380

0

0
1

11

13

15

17

19

21

2 4 6 8 10 12 14

  9

  7

  5

  3

825
9,40

�

11,85
  6101390
17,2515,00

  830
20,75
455

18,95
520

22,70
405

m
kg

���

��

� � �
����

23

16

NL PL

0°

340
24,75

25

18
27

605
11,35

10,80
1640

8,40
2380

����������������

�����

� �����

10°

���

���

DE19041  ML (44)  NL (29)  PL (21)

kg
m26,80

320375
24,75

kg

1355
5,80 7,55

 2510

0

0
1

11

13

15

17

19

21

2 4 6 8 10 12 14

  9

  7

  5

  3

910
9,35

�

8,30
 14002510
12,0010,20

 1860
18,85
605

17,15
695

20,65
540

m
kg

���

��

� � �

����

23

16

NL PL

0°

ML

445
22,65

25
18

����������������

�����

� �����

10°

���

���

DE 19043  ML (20)

0°

kg
m

280
25,05

kg

700
6,70 8,50
1280

0

0
1

11

13

15

17

19

21

2 4 6 8 10 12 14

  9

  7

  5

  3

480
10,30

�
700

17,2012,80
1280

21,40
490

19,60
550

23,20
390

m
kg

���

��

� � �
����

����������������

23

25

16

27

18

ML

�����

� �����

10°

���

���

Crane belonging to the HC1 HD5 S2 class (if installed on truck) according to EN 12999:2011 - Gru appartenente alla classe HC1 HD5 S2 (se allestita su camion) 
secondo la norma EN12999:2011 - Grue appartenant à la classe HC1 HD5 S2 (s’il est installé sur le camion) selon la norme EN 12999: 2011 - Crane aus 
der HC1 HD5 S2 Klasse (wenn sie auf Lastwagen montiert) nach EN 12999:2011 - Grúa que pertenezca a la clase HC1 HD5 S2 (si está instalado en el camión), de 
acuerdo con la norma EN 12999:2011 - Kraan die behoren tot de HC1 HD5 S2 klasse (indien geïnstalleerd op de vrachtwagen) volgens EN 12999:2011



* GB / Load diagram into the brochure - IT / Diagramma di carico nel depliant - FR / Abaque de charge dans le dépliant  - DE /  Lastdiagramm im Prospekt - 
ES / Diagrama de carga en el catálogo - NL / Draagvermogen grafiek in het prospectus

F305RA xe-dynamic
Technical data

kg/m
kNm tm m m ° kNm MPa l/min l kg  mm mm mm

F305RA.2.22* 265 27,02 8,15 3,80
360

continuous
25,0 34,0 45-65 120 2925 2475 1085 2400

F305RA.2.23* 260 26,51 10,20 5,80
360

continuous
25,0 34,0 45-65 120 3140 2475 1130 2400

F305RA.2.24* 255 26,00 12,30 7,75
360

continuous
25,0 34,0 45-65 120 3350 2475 1135 2400

F305RA.2.25* 248 25,28 14,55 10,00
360

continuous
25,0 34,0 45-65 120 3525 2475 1135 2400

F305RA.2.26* 244 24,88 16,85 12,20
360

continuous
25,0 34,0 45-65 120 3690 2495 1135 2400

F305RA.2.28* 233 23,75 20,90 16,15
360

continuous
25,0 34,0 45-65 120 3950 2525 1195 2400

F305RAC.2.23* 263 26,81 8,60 5,00
360

continuous
25,0 34,0 45-65 120 3055 2475 1100 2400

F305RAC.2.24* 260 26,50 10,65 6,95
360

continuous
25,0 34,0 45-65 120 3265 2475 1130 2400

F305RAC.2.25* 254 25,90 12,95 9,20
360

continuous
25,0 34,0 45-65 120 3440 2475 1130 2400

F305RAC.2.26* 251 25,60 15,25 11,40
360

continuous
25,0 34,0 45-65 120 3605 2515 1130 2400

F305RA.2.24 L212* 255 26,00 18,40 11,30
360

continuous
25,0 34,0 45-65 120 3850 2475 1320 2615

F305RA.2.24 L213* 255 26,00 20,40 13,25
360

continuous
25,0 34,0 45-65 120 3930 2475 1320 2615

F305RA.2.24 L214* 255 26,00 22,30 15,05
360

continuous
25,0 34,0 45-65 120 4000 2475 1320 2615

F305RA.2.25 L212* 248 25,28 20,70 13,50
360

continuous
25,0 34,0 45-65 120 4025 2485 1315 2650

F305RA.2.25 L213* 248 25,28 22,70 15,45
360

continuous
25,0 34,0 45-65 120 4105 2485 1315 2650

F305RA.2.26 L102* 244 24,88 23,22 15,70
360

continuous
25,0 34,0 45-65 120 4010 2515 1320 2585

F305RAC.2.24 L212 260 26,50 16,80 10,50
360

continuous
25,0 34,0 45-65 120 3765 2475 1320 2615

F305RAC.2.24 L213 260 26,50 18,80 12,45
360

continuous
25,0 34,0 45-65 120 3845 2475 1320 2615

F305RAC.2.24 L214 260 26,50 20,70 14,25
360

continuous
25,0 34,0 45-65 120 3915 2475 1320 2615



F305RA xe-dynamic
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X Y K J

F305RA.2.22 1000 3525 4080 2135

F305RA.2.23 1000 3335 4145 2215

F305RA.2.24 1000 3165 4165 2295

F305RA.2.25 1000 3006 4185 2375

F305RA.2.26 1000 2860 4205 2455

F305RA.2.28 1000 2661 4240 2575

X Y K J Z 

F305RAC.2.23 1500 1460 - 4105 5000

F305RAC.2.24 1500 1540 3890 4125 5060

F305RAC.2.25 1500 1620 3645 4145 5060

F305RAC.2.26 1500 1700 3455 4165 5120
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Data and descriptions are approximate and not binding 
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